










































































continuedCommercial Saddle Thresholds
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1/2

5   7/8

Offset

6

5/8 Offset

6

5/8   

  

1/4  

1510               
A, B
10 x 1-1/4”
phillips flathead
screws are
included.

1550
A, B
10 x 1-1/4”
phillips flathead
screws are
included.

1552
A, B
10 x 1-1/4”
phillips flathead
screws are
included.

Offset

Handicapped Ramp Threshold 1:12 Slope.
10 x 1-1/4” Phillips flathead screws included.

1550 1552

THIS DRAWING NOT TO SCALE
6 6

1/4

5/8

3/4

4

HALF SADDLE

1564 A, B NEW
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Indicates location of standard fastener hole.



Section  9  JAMB WEATHERSTRIP

Indicates location of standard fastener hole.

Typical application of jamb type weatherstrip.
(Part # 1004 shown.)

NOTE:
Santoprene   bulb seal (black) is
available as an option for vinyl on parts
1000 & 3212.
Special requirements on the job may call
for this advanced seal.
Some problems regarding a sticking
reaction between certain paints and
vinyl have been eliminated with the use
of Santoprene  .

Standard Sizes 30”, 32”, 36”, 60”
72”, 80”, 84”. Aluminum weather-
strip is cut 1/4” over.
Other lengths are available and
cut exact (Extra cost over 84”).

Standard Sets: 32” x 80”, 36” x 80”,
72” x 80”, 32” x 84”, 36” x 84”,

Fasteners holes are slotted for
close adjustment in most styles.
#6 phillips, stainless steel sheet
metal screws are provided with
these products.

Self drilling sheet metal screws are
available at extra cost.

JAMB-TYPE WEATHERSTRIP

1000               A, B, W

1/4

3/4

Jamb-type weatherstrip, notched
corners for continuous appearance.
Extruded aluminum carrier with
black, gold, or white vinyl bulb seal.
Slotted holes for ease in adjust-
ment. #6 x 5/8” SMS provided.

1/4

7/8

               A, B, CH, PG, W3212

Jamb-type weatherstrip, with
black, gold, or white vinyl bulb
seal, slotted holes. #6 x 5/8”
SMS provided.

3/4

3218
A  Painted Aluminum Color
B  Painted Bronze
W Painted White

Roll formed aluminum with vinyl
bulb seal, slotted holes for ease
in adjustment. #6 x 5/8” SMS are
provided. Only 36" x 80" sets
available.

and 72” x 84”. Jamb-type
weatherstrip may be ordered in
three piece sets or individual
lengths.

Above specifications do not apply
to part # 3218. (Only 36" x 80" sets
available).

1004               A, B, W

1/4

3/4

3/8

Part 1004 is identical to part
1000 except for the design of
the vinyl bulb (Black only).

California Energy Commission
Approved.
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continuedJamb Weatherstrip

SCHLEGEL QEBD  650 Q-LON    KERF TYPE DOOR SEAL.
Fire rated by Underwriters Laboratory for 90 minutes.
Inserts easily to seal the strike side, hinge side and header.
A Q-LON   Door seal made of an open-cell urethane foam core and clad
in an embossed polyethylene, U.V. stabilized paint-resistant liner for kerf
applications.
QEBD 650 contains no plasticizers to cause deterioration over time.
Has 5/8” reach. Resilient reach characteristics conform seal to warped
doors. Width of barb - 5/32” (.155”)
Requires 1/8” x 7/16” kerf in stop. (If rabbeted jamb is used, allow for
depth of 2-1/8”. If applied stop is used, adjust for compression of seal.)
Passed water penetration tests at 25 mph and 34 mph ASTM E-331 std. Test.

SCHLEGEL QDS 650 Q-LON    KERF TYPE DOOR SEAL.
Fire rated by Underwriters Laboratory for 90 minutes in accordance with
UL QVWZ file #R14384.
Cellular modified foam core, cladding is an embossed, non-vinyl, U.V.
stabilized, paint-resistant liner. Has 5/8” reach. Will allow for as much
as 3/16” movement with no loss of sealing performance.
Air infiltration tested within ASTM, NWWDA, ANSI and ISDSI standard.
Requires 1/8” x 3/8”  kerf in stop. (If rabbeted jamb is used, allow for
depth of 2-1/8”. If applied stop is used, adjust for compression of seal.)

5/8

1750
1750B   82”  Brown
1750W  82”  White
1751B   97”  Brown
1751W  97”  White

C L A S S I F I E D

Tolerance +/- 1” 
(Sold by full box or by piece,
broken box premium applies).

Box
Qty.
150
150
125
125

R

R

C L A S S I F I E D

5/8

1783
1783B     82”  Brown
1783W    82”   White
1784B     97”   Brown
1784W    97”   White
1785B   120”  Brown
1785W  120”   White
1786D   500’   RL  Black
1786B   500’   RL  Brown
1786W  500’   RL  White
Tolerance +/- 1” 
(Sold by full box or by piece,
broken box premium applies).

(Sold by full box or by piece,
broken box premium applies).

(Sold by full box or by piece,
broken box premium applies).

Box
Qty.
150
150
125
125
125
125

FOAM WEATHERSTRIP

SCHLEGEL QEBD  825 Q-LON    KERF TYPE DOOR SEAL.
EXTENDED REACH.
Fire rated by Underwriters Laboratory for 90 minutes.
Inserts easily to seal the strike side, hinge side and header.
A Q-LON   Door seal made of an open-cell urethane foam core and clad
in an embossed polyethylene, U.V. stabilized paint-resistant liner for kerf
applications.
QEBD 825 contains no plasticizers to cause deterioration over time.
Has 13/16” reach. Resilient reach characteristics conform seal to warped
doors. Width of barb - 5/32” (.155”)
Requires 1/8” x 7/16” kerf in stop.

1787
1787B   97”  Brown
1787W  97”  White
Tolerance +/- 1”

Box
Qty.
100
100 13/16

C L A S S I F I E D

R

SCHLEGEL QEBD  875 Q-LON   KERF TYPE DOOR SEAL.
EXTENDED REACH.
Fire rated by Underwriters Laboratory for 20 minutes.
Inserts easily to seal the strike side, hinge side and header.
A Q-LON   Door seal made of an open-cell urethane foam core and clad
in an embossed polyethylene, U.V. stabilized paint-resistant liner for kerf
applications.
QEBD 875 contains no plasticizers to cause deterioration over time.
Has 7/8” reach. Resilient reach characteristics conform seal to warped
doors. Width of barb - 5/32” (.155”)
Requires 1/8” x 7/16” kerf in stop.

7/8

1788
1788B   97”  Brown
1788W  97”  White
Tolerance +/- 1”

Box
Qty.
100
100

C L A S S I F I E D

R

NEW

NEW
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SCHLEGEL QFS 375 Q-LON    ADHESIVE BACKED DOOR SEAL.
Fire rated by Underwriters Laboratory for 180 minutes. In accordance with
UL QVWZ file #14384.
Char foam core, clading is a tough paint-resistant  polyethylene liner,
UV stabilized.
Has 3/8” reach. Will allow for as much as 1/4” movement with no loss of
sealing performance.
Compression set less than 1% from 0 degrees F. To 78 degrees F.
Stop width required: 1/2” (If rabbeted jamb is used, allow for depth of
1-7/8” or 1-15/16”.  If applied stop is used, adjust for compression
of seal.)

3/8

C L A S S I F I E D

R

Tolerance +/- 1” 

1820
1820B    86”   Brown
1820W   86”   White

(Sold by full box or by piece,
broken box premium applies).

Box
Qty.
150
150

5/8

LOXCREEN  9650 LOXSEAL ®  HIGH PERFORMANCE WEATHERSTRIP
Fire rated by Warnock Hersey, Inc. for 90 minutes (per ASTM E-152).
Inserts easily to seal the strike side, hinge side, and header.
LoxSeal ® weatherstrip made of polyethylene clad urethane foam.
Requires 1/8" X 7/16" kerf in stop.
Passed air infiltration test at 25 mph (per ASTM E-283).
Passed water penetration resistance (per ASTM E-331).

1950
1950B    81”  Brown
1950W   81”  White
1951B    97”  Brown
1951W   97”  White
1952B  120”  Brown
1952W 120”  White
Tolerance +/- 1”

Box
Qty.
125
125
125
125

75
75

continuedJamb Weatherstrip

Tolerance +/- 1” 

1810
1810B    82”   Brown
1810W   82”   White
1811B    96”   Brown
1811W   96”   White

C L A S S I F I E D

R

1/2

(Sold by full box or by piece,
broken box premium applies).

Box
Qty.
125
125
125
125

SCHLEGEL QEBD 500 Q-LON    KERF TYPE DOOR SEAL.
Fire rated by Underwriter Laboratory for 180 minutes in accordance with
UL QVWZ file #R14384.
Cellular modified foam core, cladding is an embossed, non-vinyl, U.V.
stabilized, paint-resistant liner. Has 1/2” reach. Will allow for as much as
3/16” movement with no loss of sealing performance.
Cellular core stays soft at low temperatures. Contains no plasticizers to
cause deterioration over time.
Air infiltration certified by Pittsburgh Testing Laboratories to as low as .01
cfm/fcp; well within ASTM, NWWDA, ANSI and ISDSI standards. Requires
1/8” x 3/8” kerf in stop. (If rabbeted jamb is used, allow for depth of
1-15/16”. If applied stop is used, adjust for compression of seal.)

Typical installation for:
1750, 1783, 1787, 1788, 1810 and 1950.

NEW
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continuedJamb Weatherstrip

1835
1825D  Black
1825W  White

B 1825

1826 B, W

1143B  Black 84”
1143 1830

515  ft.  rolls:
1830B   Brown
1830D   Black
1830W  White

17  ft.  packages:
1430B   Brown
1430D Black
1430W   White

Compression
Corner Seal -
by Schlegel for installation on strike jamb
and hinge jamb sill corners.

Corner seal -
Adhesive backed, pile
corner seal with fin seal
by Schlegel. Effective
against water infiltration.

SCHLEGEL QDS 650 Q-LON     DOOR
SEAL REPLACEMENT KIT (37” X 85”)
The seal is original Q-Lon    seal permanently
bonded to a metal carrier.

Self-Adjusting The seal is mounted to a
pre-painted and galvanized no-rust steel
carrier. The seal is soft and flexible with a
reach of 11/16” when installed.
The Q-Lon    replacement door seal will self-
adjust up to 3/8” to accommodate door
movement or out-of square installations.
In addition, it is manually adjustable, as
slotted holes in the carrier allow up to 5/16”
of additional adjustment.

SANTOPRENE     RUBBER
For use with either ½” or     ” stop.
Adhesive backed, extruded Santoprene
rubber, an advanced elastomeric product
from Monsanto. Provides outstanding
engineering properties in UV stability and
flame retardance. Service temperature
from -81 to +275 degrees F. 

Schlegel PF-109 

Schlegel PF-114 “A minimum
clearance seal” with pressure
sensitive adhesive for use as
compression or wipe seal on
metal or wood frames.
“Limited to stock on hand”
Call for availability.

1050
1050K  White  96” 1052K  Tan 96” 1053K  Tan     84”

1056K  Clear  84”

1052 1053

NOT TO SCALE

Weatherflex seal for kerf
application. Requires a
1/16” x 5/16” kerf.

 for kerf
application. Requires a
5/64” x 9/32” kerf.

Weatherflex seal for
kerf application. Requires
a 1/8” x 5/16” kerf.

Installs into saw kerf in applied wood stops or center kerfed mortised jambs.

Vinyl bulb
3/8” dia.
500’ / roll
Color: Gray
Kerf: 1/8” x 5/16”

Schlegel AP-412
Aptus      TPE

dual durometer with
slipcoat bulb surface.
1000’ / roll
Color: Beige
Kerf: 5/64” x 5/16”

Vinyl bulb
1/4” dia.

bulb 5/16” dia. 600’ / roll
Colors: Black,
Gray and White
Kerf: 1/8” x 5/16”

Vinyl
three finger
1/2” wide
500’ / roll
Color: Gray
Kerf: 1/8” x 5/16”.

Vinyl
three finger
5/16” wide
500’ / roll
Color: Gray
Kerf: 1/8” x 5/16”.

9020 9021 9024 9022 9023

2

1 /4

3/8

1

7/16  

7/16  

3/16

7/16

111/16

ADHESIVE BACKED DOOR SEAL

WEATHERFLEX SEAL

WOODSTOP GASKETING AND SOUND SEALS

5 8
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Section  10  ASTRAGALS & MEETING STILES

  1/2

   1/2

1120 A, B, W 1152 P (Primed)    96” Length only

1160 A, B, W

1130 P

1201 B, PG, S, W

DISCONTINUED - Available only while supplies last..
Safety door stile for 1-3/8” or 1-3/4” doors. Vinyl closes
approximately a 1” gap between doors.
SMS 6 X 5/8” phillips panhead screws are provided.

Steel meeting stile with countersunk holes.
Primed finish. SMS 10 x 1” phillips flathead
screws are provided.

Extruded aluminum T-Astragal.
Screw nails provided.

Extruded aluminum T-Astragal.
Screw nails provided.

Black rigid vinyl retainer. Mortised or surface
mounted for proper sealing pressure. Black pile
seal (#9082) shown. Optional seals available.
SMS 4 x 5/8” phillips panhead screws are
provided. 84” Length.

Optional seals:
9032T Bulb
9081 Pile (Gray)
9082 Pile (Black)
9086 Finned Pile
         (Gray)
9088 Finned Pile
         (Black)
(see seal profiles
on page 55)

1
3/16

Approx.

2 sets in illustration

13/16

1 3/16
Inactive
Door

Indicates location of standard fastener hole.

2

3/16

1

11/16
Inactive
Door

All Astragals and Meeting Stiles are cut exact.
Standard Sizes: 80” and 84” (Except as noted).

Other lengths are available and are cut exact as
ordered (Extra cost over 84”).

Steel Meeting Stiles are furnished with counter-
sunk holes.

Vinyl seal is black; fasteners are provided.

*

*
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continuedAstragals & Meeting Stiles

Standard Features for Astra-Bolts

Astra-Bolt     is a registered trade name for Combo Aluminum Product's Double Door Astragals.

5000  
B, S, W

ASTRA-BOLT 5100  ASTRA-BOLT “THE ORIGINAL”

This astragal has all of the standard features
of other Combo Astra-Bolts, plus the C-index plate.
This plate is an integral part of the lock mechanism
which enables the bolt to function correctly when
the astragal length has been field trimmed.

Specific Features:
1) 22” bolt units with spring detent,
2) Double seal at exterior and interior location,
3) Requires 1/2” space between doors (plus
    clearance),
4) Surface mount,
5) Includes bottom seal and top escutcheon plate.

Options:    8” Dead bolt punch out
                   Dead bolt trim pack (trim plate and spacers)
                   Pile seals (#'s 9081, 9082, 9086, 9088)

This design, popular since 1976, is a unique combination
of an astragal, weatherstripping, strike plate, and lock
bolt assembly in one unit. The Standard Features were
first introduced with this model and continue to be
offered.

Specific Features:
1) 9” bolt units with spring detent,
2) Double seal exterior and interior location,
3) Requires 5/8” space between doors (plus
    clearance),
4) Surface mount,
5) Includes bottom seal and top escutcheon plate.

Options:    8” Dead bolt punch out
                   Dead bolt trim pack (trim plate and spacers)
                   Pile seals (#'s 9081, 9082, 9086, 9088)

B, PG, S, W

Santoprene
#9032T

Vinyl Fin
Seal

#9028

Santoprene
#9032T

Vinyl Fin
Seal

#9028

1) Hardware pack includes steel strike plate, installation spacers, neoprene
    bottom seal, escutcheon plate for header, fasteners and full instructions.
2) Seal materials of Santoprene   , Q-Lon   , vinyl, or pile as noted.
3) Steel bolts 5/16” diameter.
4) All astragals are field handed and can be field trimmed to size.
5) Dead bolt punch out and trim plate with spacers are available or included, as noted.
6) Trim strips, trim plates, strike plates and accessories in black color or black finish.
7) Accommodates heavy reveal on newer doors.
8) Special sizes available.

ASTRAGAL PRODUCTS FOR 1-3/4” IN-SWING DOORS

COMBO ALUMINUM PRODUCTS, EL CAJON, CA
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continuedAstragals & Meeting Stiles

Features:
    1) Accepts doors with heavy reveal,
    2) Field handed, can be field trimmed,
    3) Full strike plate & dead bolt trim plate,
    4) Dead bolt punch out for ease of installation,
    5) Escutcheon plate for head,
    6) Thermoplastic bottom seal.
For in-swing doors only

1/2” space between doors plus clearance.

5400  ASTRA-BOLT

5450  
THERMAL-BREAK ASTRA-BOLT

B, CH, PG, S, W

Schlegel
Q-Lon

Black
Finned
Pile
#9088

Black Pile
#9082

Schlegel
Q-Lon

Black Pile
#9082

Thermal
Break

Black Pile
#9089

TRIPLE WEATHERSTRIP SEAL
and

22” LOCKING BOLTS

PATENT 6457751
(Bolt Assembly)

22 INCH SPRING
DETENT POSITIVE
ACTION BOLT UNIT
TOP & BOTTOM

QUARTER-TURN
RED KNOB FOR
ADDED SECURITY

SCHLEGEL
Q-LON
DOOR SEAL

INCLUDES 8”
PUNCH OUTS FOR
DEAD BOLT
(TWO ON 96”+)

DEAD BOLT TRIM
PLATE

FULL STRIKE
PLATE

B, W

TH
IS

 D
R

A
W

IN
G

 N
O

T TO
 S

C
A

LE
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Features:
    1) 5/16” dia hardened steel pin,
    2) 22” spring detent positive action bolt
         unit top & bottom (Patent #6457751),
    3) 2 heavy duty escutcheon plates for
         top and bottom.

Additionally:
    Field handed, can be field trimmed,
    Thermoplastic bottom seal provided,
    Fasteners included.

For in-swing doors only
    1/2” space between doors
     plus clearance.

5475
HURRICANE-RATED
ASTRA-BOLT
B, CH, PG, S, W  

NEW

continuedAstragals & Meeting Stiles
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PATENT 6457751
(Bolt Assembly)

22 INCH SPRING
DETENT POSITIVE
ACTION BOLT UNIT
TOP & BOTTOM

QUARTER-TURN
RED KNOB FOR
ADDED SECURITY

5/16" DIAMETER
HARDENED
STEEL PIN

SCHLEGEL
Q-LON
DOOR SEAL

DEAD BOLT TRIM
PLATE

FULL STRIKE
PLATE

TH
IS

 D
R

A
W

IN
G

 N
O

T TO
 S

C
A

LE

Schlegel
Q-Lon

Black
Finned
Pile
#9088

Black Pile
#9082



continuedAstragals & Meeting Stiles

5500

Closed Door Interior

Exterior

This COMBO two piece astragal is for:
1-3/4” OUT-SWING DOORS

Security Shield

Features:
For The Active Door:

Extruded aluminum Security Shield
        (screw nails provided).

Option: Drill and countersink holes on
                      shield with screws provided.

For The Inactive Door:
Field handed, can be field trimmed,
Full strike plate & dead bolt trim plate,
Dead bolt punch out for ease of installation,
Escutcheon plate for head,
Spacing requirements: 1/2” for astragal and
1/16” for security shield, plus clearance.

B, CH, PG, S, W

NOT TO SCALE

Black Pile
#9082

Security
Shield

Schlegel
Q-Lon

ASTRA-BOLT FOR OUT-SWING DOORS
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PATENT 6457751
(Bolt Assembly)

22 INCH SPRING
DETENT POSITIVE

ACTION BOLT UNIT
TOP & BOTTOM

QUARTER-TURN
RED KNOB FOR

ADDED SECURITY

SCHLEGEL
Q-LON     

DOOR SEAL

INCLUDES 8”
PUNCH OUTS

FOR DEAD BOLT
(TWO ON 96"+)

DEAD BOLT
TRIM PLATE

FULL STRIKE
PLATE

TH
IS

 D
R

A
W

IN
G

 N
O

T TO
 S

C
A

LE



continuedAstragals & Meeting Stiles

Features:
        1) Accepts doors with heavy reveal,
        2) Field handed, can be field trimmed,
        3) Full strike plate & dead bolt trim plate,
        4) Dead bolt punch out for ease of installation,
        5) Escutcheon plate for head,
        6) Thermoplastic bottom seal.
For in-swing doors only
       1/2” space between doors plus clearance.

5600
B, CH, PG, S, W

5700
B, W

ASTRA-BOLT FOR 2-1/4” IN-SWING DOORS

ASTRA-BOLT FOR 2-1/4” OUT-SWING DOORS
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PATENT 6457751
(Bolt Assembly)

22 INCH SPRING
DETENT POSITIVE
ACTION BOLT UNIT
TOP & BOTTOM

QUARTER-TURN
RED KNOB FOR
ADDED SECURITY

SCHLEGEL
Q-LON
DOOR SEAL

INCLUDES 8”
PUNCH OUTS FOR
DEAD BOLT
(TWO ON 96"+)

DEAD BOLT TRIM
TRIM PLATE

FULL STRIKE
PLATE

PATENT 6457751
(Bolt Assembly)

22 INCH SPRING
DETENT POSITIVE

ACTION BOLT UNIT
TOP & BOTTOM

QUARTER-TURN
RED KNOB FOR

ADDED SECURITY

SCHLEGEL
Q-LON     

DOOR SEAL

INCLUDES 8”
PUNCH OUTS FOR

DEAD BOLT
(TWO ON 96"+)

DEAD BOLT TRIM
TRIM PLATE

FULL STRIKE
PLATE

THESE DRAWINGS NOT TO SCALE

Security
Shield

Black Pile
#9082

Security
Shield

Schlegel
Q-Lon

Schlegel
Q-Lon

Black
Finned
Pile
#9088

Black Pile
#9082



Section  11  MISCELLANEOUS

Machine screw with lead anchor.
10-24 x 2”, 3/8” hole required.
Zinc & bronze.

9100
Lock anchor, zinc plated only.
1/4” x 2”, 1/4” hole required.

9101

9104
Plastic screw anchor. 1/4” x 1”,
1/4” hole required.

9103
Nylon drive anchor. 1/4” x 2”,
1/4” hole required.

Nylon drive anchor. 1/4” x 1-1/2”, 1/4” hole required.

9102

Fasteners other than standard may be substituted at the time of ordering at
additional cost. Bulk fasteners are available per hundred or per pound.

SPECIAL ANCHORS

4010 Bronze tone paint - 12 oz spray canTOUCH-UP PAINT

858 A, B
DOOR BOTTOM / CAP COMBINATION
for use with side lites or atrium door
units for a continuous look.

(NOT TO SCALE)

Side Lites

55/8

1 1/4

1 1/4

(NOT TO SCALE)
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Section  12  REPLACEMENT SEAL INSERTS

ASTRA-BOLT seals are described on pages 49, 50, 51, 52, & 53.
Replacement Seal for any product may be ordered by providing the product part number.

CONCEALED SEAL / VINYL INSERT
  206       322       324

  205

  357       358       362       363

  213

INSERT SEAL PART # PRODUCT USE / #

9019V- Smooth vinyl

9007V- Smooth Vinyl

9008V- Finger Vinyl

9050R- TPR

9010V- Double vinyl
(2 pieces / door bottom)

9011V- Wide Finger vinyl
9011VL- For Cold Climate

9012V- Leg Vinyl

DOOR BOTT

DOOR BOTTOMS

OMS / T-ASTRAGALS
  100       150       200       220       222       224      226
  250       252       255       256       260       280      1201

  101       151       201       221       223       225      227
  251       253       257       261       281

  300        301        304        305        322        324        332
  340        378        410        412        424        542        811
  817        820        822        830        835        836        840
  841        842        845        850        852       1516       1517
  1518     1534       3007      3008      3017      3019      1520

THRESHOLDS

9032T- Bumper Seal
(Santoprene ®) standard

Pile inserts:
9081/82 .290 Hght. Gr / BI
9086 Fin .290 Hght. Gray
9088 Fin .360 Hght. Black
9089 .200 Hght. Black

  400        401        423        424        427        428        450
  451        457        458        470        471        472      1522
  1534

OUT-SWING DOOR THRESHOLDS

(Also #1130 & Astragals)
(Only fits 5450)

9017VBulb Seal (also available
in Gold & White)
9017TBulb Seal (Santoprene    )

Jamb-type  WEATHERSTRIP

  1000     3212     3215

9031V- CA Approved   1004

 

All 1-3/4" Door Bottoms
(except 255)

All 2-1/4" Door Bottoms2499009V- PVC Seal
(Dual-Durometer)

THIS DRAWING NOT TO SCALE

NEW
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2 5/16

1

1

7/16

1 1/2

1

1 1/8 7/16

Section  13  SECURITY DOOR COMPONENTS
ALUMINUM COMPONENTS FOR STEEL SECURITY DOORS

Finish: ALODINE
This finish serves as an anti-corrosive and a primer for paint.  All parts sold at specified lengths and
in box quantites only, as indicated below.  No mounting holes or fasteners provided.

ASTRAGAL
PART NO LENGTH BOX QTY

6100
6104

100”
85”

10
10

9060V
(FOR EXPANDER)

Extruded Vinyl
Fin Seal,
3/8” Reach,
1000’/roll,
Color: Black

NEW

NEW

NEW
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EXPANDER
PART NO LENGTH BOX QTY

6116
6118

52”
38”

20
20

Z-BAR
PART NO LENGTH BOX QTY

6134
6138

100”
85”

25
25

6144 41” 25



Equal Angle 1/2” x 1/2”  
6’, 8’, or 12’

7150 S

1/2

1/2

Angle 1/2” x 1” 
6’ or 12’

7130 S

1

1/2

Angle 3/4” x 1/2” 
6’ or 12’

7100 S
1/2

3/4

3/64

Equal Angle 3/4” x 3/4”
6’, 8’, or 12’

7160 BA, S

3/4

1/16
3/4

Equal Angle 1” x 1”
6’, 8’, or 12’

7170 S

1

1
1/16

Chanel 7/16” x 1/4”
6’ or 12’

7300 S

1/4

7/16

3/8

1/16

Square Tube 1” x 1”
6’ or 12’

7360 S

1

1/16
1

Channel 9/16” x 1/2”  
6’ or 12’

7310 S

1/2
9/16

5/8

Channel 23/32” x 5/8” 
6’ or 12’

7320 S

5/823/32

25/32

Flatbar 1/2” x 1/8”
6’ or 12’

7400 S

1/8

1/2

Flatbar 3/4” x 1/8”
6’ or 12’

7410 S

1/8

3/4

Flatbar 1” x 1/8”
6’ or 12’

7420 S

1
1/8

Flatbar 1-1/2” x 1/8”
6’ or 12’

7430 S

1/8

1-1/2

Equal Angle 1” x 1”
6’ or 12’

7210 S

1

1
Equal Angle
3/4” x 3/4”

6’ or 12’

7200 S

3/4

3/4

Equal Angle 1-1/2” x 1-1/2”
6’ or 12’

7220 S

1-1/2

1-1/2

1/8

2

2

1/81/81/8

7230 S

Equal Angle 2” x 2”
6’ or 12’

Section  14  METAL MOULDINGS & FLOOR TRIM
FUTURA INDUSTRIESBy

METAL MOULDING
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1/16

1/165/32

23/32

7790 A
1/16 Flat Back

12’

Pinless Clampdown
3’, 6’, or 12’

7650 A,G

1-1/4

1/2

Binder Bar
3’, 6’, or 12’

7610 A, G

1-3/8

7/16

Binder Bar
3’, 6’, or 12’

7600 A,G

1/4

1

Stair Nosing
3’, 6’, or 12’

7690 A,G

1-1/8

1-5/32
Seam Cover
3’, 6’, or 12’

7670 A

Plain Facing 3/4”
6’ or 12’

7710 BA

13/16

3/4

Punched and slotted
on 2” centers

6’ or 12’

7800 A

11/16

1/4
3/32

Clampdown w/pins 
3’, 6’, or 12’

7640 A,G

1 3/8

1/2

Binder Bar
3’, 6’, or 12’

7620 A,G

2 

1/2

Overlap Edging
6’ or 12’

7680 A

5/32

3/4

Plain Facing
6’ or 12’

7700 BA

9/16

1/4

1/2

Plain Facing 7/8”
6’ or 12’

7720 BA

7/8

15/16

7730 BA

1-1/8

1-1/16

7900 S

1/4 1/4

1-1/8

1/2

1-1/8

1/2

1/4 1/4 1/4

1-1/4

1/81/8

3/4

Seam Cover
3’, 6’, or 12’

7660 A,G

7810 A
Punched and slotted

on 2” centers
6’ or 12’

3/4

1/4

1/8

 1/8” Cap
 5’, 8’ or 10’

7820 BA

1/4

25/32

3/8

1/8

1/4” Coving Cap
 8’

7830 BA

7/8

11/32

5/16

1/4

1/8” Divider
8’

7850 BA

1-7/32

1/4

1/2

continuedMetal Mouldings & Floor Trim

FLOOR TRIM

EDGE FACING & WALL BOARD TRIM

6’ SLIDING DOOR TRACK SET

Plain Facing 1-1/16”
6’ or 12’

NEW

7/8

Inside Corner Cove
 6’

7880 BA
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